
Design Considerations

Filter Washers are a PVC gasket and 304 Stainless Screen

Available Screen Mesh Sizes
12 Mesh
1524 Micron

20 Mesh
915 Micron

30 Mesh
697 Micron

60x50 Mesh
254 Micron

100 Mesh
139 Micron

Part Numbers Part Numbers
are a description of the filter washer outside diameter and the screen mesh size.
FILTER WASHER,1.0 OD,30X30,SS = 1 Inch Outside Diameter, 30 Mesh 304 Stainless
Screen

 Specifications 

Material Black Vinyl Plastisol 70 Durometer Shore A

Washer Option

.525 OD

.600 OD

.725 OD

.835 OD

.950 OD
1.000 OD
1.142 OD
1.250 OD
1.375 OD

Screen Option

12 Mesh (1524 Micron) 304 Stainless 
20 Mesh (915 Micron) 304 Stainless 
30 Mesh (690 Micron) 304 Stainless 
60x50 Mesh (254 Micron) 304 Stainless 
100 Mesh (139 Micron) 304 Stainless

Maximum Operating Temperature 160 °F

Compatibility Statement

It is the sole responsibility of the system designer and user to select products suitable for their
specific application requirements and to ensure proper installation, operation, and maintenance of
these products. 
Material compatibility, product ratings and application details should be considered in the selection.
Improper selection or use of products described herein can cause personal injury or product
damage.

Pricing and Minimum Order
Requirement

Our Minimum Order Requirements are $100.00 Domestic - $250.00 International.
Pricing is based on the quantity ordered.

Please indicate a typical order quantity or Estimated Annual Usage when requesting
pricing.

FILTER WASHERS 
0.525 to 1.375 OD

SMC will quote alternate materials or customize our standard
products when quantities ensure competitive pricing.
Contact Customer Service at (651) 653-0599 
FAX - (651) 653-0989 
E-Mail - info@specialtymfg.com
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